
NO-1 /
PE
20 C.C.
25 mm (L)
17 mm (W)
95.1 mm (H)

NO-2 /
HDPE
8 C.C.
17 mm (L)
15 mm (W)
68.6 mm (H)

NO-9B /
LDPE
8 C.C.
17 mm (L)
14 mm (W)
71 mm (H)

NO-9 /
LDPE
8 C.C.
38.8 mm (L)
17 mm (W)
89 mm (H)

NO-23 /
PVC
60 C.C.
45.5 mm (L)
25 mm (W)
129.6 mm (H)

NO-27 /
PVC
15 C.C.
42.5 mm (L)
16.5 mm (W)
64.2 mm (H)

NO-36 /
PET
6 C.C.
25 mm (L)
16.5 mm (W)
75 mm (H)

NO-48 /
PET
250 C.C.
71.6 mm (L)
50.3 mm (W)
154.8 mm (H)

NO-52 /
PVC
8 C.C.
17 mm (L)
14 mm (W)
78 mm (H)

NO-79 /
PET
100 C.C.
51.7 mm (L)
36.3 mm (W)
118.9 mm (H)

NO-79A /
PET
100 C.C.
51.7 mm (L)
36.3 mm (W)
113.5 mm (H)

Bottle Specification

NO-20 /
PE
120 C.C.
    43.4 mm (L)
154.7 mm (H)

NO-30 /
LDPE
39 C.C.
    30 mm (L)
111 mm (H)

NO-30 /
LDPE
39 C.C.
    30 mm (L)
97.1 mm (H)

NO-44 /
PVC
6 C.C.
    14 mm (L)
95.9 mm (H)

NO-68 /
PE
300 C.C.
    52 mm (L)
219.7 mm (H)

NO-75 /
PET
250 C.C.
    50.2 mm (L)
190.3 mm (H)

NO-76 /
PET
300 C.C.
    57.6 mm (L)
177.5 mm (H)



NO-87D /
PET
150 C.C.
53 mm (L)
43 mm (W)
145.5 mm (H)

NO-97 /
PET
200 C.C.
64.8 mm (L)
46.2 mm (W)
148.4 mm (H)

NO-121 /
PET
20 C.C.
55.8 mm (L)
10.8 mm (W)
86.8 mm (H)

NO-155 /
PET
60 C.C.
45 mm (L)
111.5 mm (H)

Bottle Specification

NO-80 /
PET
200 C.C.
    57.5 mm (L)
152.8 mm (H)

NO-82 /
PET
45 C.C.
    30.2 mm (L)
120.5 mm (H)

NO-90 /
PET
300 C.C.
    65 mm (L)
217.6 mm (H)

NO-89 /
PET
200 C.C.
    57 mm (L)
168 mm (H)

NO-80A /
PET
200 C.C.
    57.5 mm (L)
142.9 mm (H)

NO-81 /
PET
60 C.C.
    36 mm (L)
108.9 mm (H)

NO-128 /
PET
200 C.C.
    57.5 mm (L)
168.1 mm (H)

NO-128A /
PET
200 C.C.
    57.5 mm (L)
171 mm (H)

NO-125 /
PET
135 C.C.
    43.4 mm (L)
154 mm (H)

NO-131A /
PET
30 C.C.
    26.2 mm (L)
119 mm (H)

NO-131 /
PET
30 C.C.
    26.2 mm (L)
123 mm (H)

NO-144 /
PP
26 C.C.
    26.2 mm (L)
119 mm (H)

NO-151 /
PET
120 C.C.
    57.5 mm (L)
147.2 mm (H)

NO-152 /
PET
150 C.C.
59.5 mm (L)
145 mm (H)



NO-316 /
PVC
25 C.C.
18 mm (L)
18 mm (W)
99.4 mm (H)

Bottle Specification

NO-157 /
PET
225 C.C.
    80.5 mm (L)
98 mm (H)

NO-162 /
PET
150 C.C.
    47 mm (L)
171 mm (H)

NO-170 /
PVC
6 C.C.
18.6 mm (L)
    14.2 mm
130 mm (H)

NO-313 /
PE
25 C.C.
18 mm (L)
18 mm (W)
98.35 mm (H)

NO-313 /
PE
20 C.C.
18 mm (L)
18 mm (W)
98.95 mm (H)

NO-316 /
PVC
20 C.C.
18 mm (L)
18 mm (W)
98.95 mm (H)

NO-316 /
PET
25 C.C.
18 mm (L)
18 mm (W)
99.4 mm (H)

NO-316 /
PET
20 C.C.
18 mm (L)
18 mm (W)
98.95 mm (H)

NO-318 /
PE
20 C.C.
38 mm (L)
16.5 mm (W)
71 mm (H)

NO-318 /
PE
19±0.2 (18C.C.)
38 mm (L)
16.5 mm (W)
71 mm (H)


